
COMPLETE DESCRIPTION FOR ITEM 16 / DESCRIPCIÓN COMPLETA PARA ITEM 16 

 

ENGLISH: 

Industrial type pre-assembled electrical board with door and lock with key, IP 66/67, measurements: 

100 cm wide, 180 cm high, 80 cm deep, includes three-phase 1200 A busbar, neutral and ground busbar, 

1 totalizer adjustable breaker, DPX3 3P 1200A, adjustable from 800A to 1200 A, Legrand 420209 (or 

similar, compatible with the board), 6 distribution breakers DPX3 3P 250A, adjustable from 200A to 

250A Legrand 420607 (or similar, compatible with the board), 1 distribution breaker DPX3 3P 200A, 

adjustable from 160 to 200A Legrand 420607 (or similar, compatible with the board), 2 distribution 

breakers DPX3 3P 100A, adjustable from 80A to 100A Legrand 420607 (or similar, compatible with the 

board), reserve busbar for two breakers DPX3 3P 100A, adjustable from 80A to 100A Legrand 420607 (or 

similar, compatible with the board). Every busbar must be insulated, with the color corresponding to the 

standards for busbars. Must have transparent acryilic for protection. See model scheme attached 

ESPAÑOL: 

Tablero eléctrico pre-ensamblado tipo industrial con puerta y cerradura con llave, IP 66/67, 

dimensiones: ancho 100 cm, alto 180 cm, fondo 80 cm, incluye barraje para tres fases a 1200 A,  barraje 

de neutro y tierra, 1 breaker totalizador DPX3 3P 1200 A regulable de 800A a 1200 A, Legrand 420209 (o 

similar, compatible con el tablero), 6 breakers de distribucion DPX3 3P 250A, regulables de 200A a 250A 

Legrand 420607 (o similares, compatibles con el tablero), 1 breaker de distribucion DPX3 3P 200A, 

regulable de 160A a 200A Legrand 420607 (o similares, compatibles con el tablero), 2 breakers de 

distribucion DPX3 3P 100A, regulables de 80A a 100A Legrand 420607 (o similares, compatibles con el 

tablero), barraje de conexion de reserva para dos breakers DPX3 3P 100 A, regulables de 80A a 100A 

Legrand 420607 (o similares, compatibles con el tablero). Cada barraje debe venir aislado, con el color 

correspondiente al estándar para barrajes. Debe traer acrílico transparente para protección. Ver 

esquema modelo adjunto. 


